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QUICK CONNECT

POWER ON PRINTER REAR

AC ADAPTER - 24V - 2.5A

USE IN A DRY AND DUST FREE ENVIRONMENT.
KEEP AWAY FROM LIQULDS. KEEP AWAY FROM CHILDREN.
DO NOT OPEN EQUIPMENT USING TOOLS.
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CURRENT TOTALS (Z-REPORT)

RELEASE

POWER OFF AFTER 5 SEC.

PRESS & HOLD POWER ON

AFTER PRINTING A Z-REPORT, THE COUNTER WILL RESET TO ZERO

< OR

SETUP MODE BUTTONS

The following buttons / switches are used to enter the manual
setup mode, select fields, change values and save settings.

MANUAL PRINTER SETUP

PREVIOUS TOTALS (Z-REPORT)

RELEASE

POWER OFF AFTER 15 SEC.

PRESS & HOLD POWER ON

AFTER PRINTING A Z-REPORT, THE COUNTER WILL RESET TO ZERO
WINDOWS PC INTERFACE
DOWNLOAD AND

INSTALL SOFTWARE @ o

Go to www.cloakroom-solutions.com and download the latest
software. You will need setup software for the active USB cable and
the CoatCheck software. FIRST install the Active USB cable
software, then the CoatCheck software. In both cases, double click
the “setup.exe” file to start installation.

SYMBOL NAME PRESS NORMAL ]m
PWR OFF | - turns the power off in all modes
- turns the power on in all modes
PWR ON | - enters setup mode when used %k
while PRINT & MODE are pressed
- next field - reset field
SN - next value to default
MODE - enter - save field

ENTER SETUP MODE

PRINTER REAR

First print a Z-report or the printer will not enter setup mode.
Now tum the power off before connecting the printer.

CONNECT PRINTER TO PC WITH
PROVIDED ACTIVE USB CABLE

SERVICE
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USE ONLY ACTIVE CABLE

Connect the printer and the PC
as shown with provided USB Cable.
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ACTIVE USB

WINDOWS™ PC
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turn power OFF press & hold the while holding release buttons open the printer
PRINT and MODE PRINT and MODE, when printer cover to see
buttons tumn power ON starts printing changes in the

the setup menu settings

A Make sure you have printed a Z-report first or the printer will not enter setup mode.

SETUP EXAMPLE : Changing the ticket symbol

4@ - enter the setup mode as described above )
BUTTON REPEATS DESCRIPTION

- select the SYMBOL field
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- enter EDIT mode for selected field ( B : SYMBOL)

- change to next value (A to ()

MODE - SAVE selected field (locks the new value (Bl in field B )
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- turn power off to exit setup mode
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START COATCHECK SOFTWARE

The CoatCheck software will try to connect with the printer.

It can only connect if the active USB software has been installed.
Click the CONNECT button. The indicator will blink green / red.
Now turn on the printer to connect.

SETTINGS OVERVIEW

When entering setup mode and after every saved change, the
printer will print a setup overview (as displayed below).

Current Settings A | ANGUAGE DEFAULT = English
_/_n FIELD 1: COMPANY NAME DEFAULT = “COATCHECK ORANGE"
E%{ISHECKORANGE _/n FIELD 2 : CITY DEFAULT = ‘Ticketprinter”
www.g);mz%be.nl -—/_n FIELD 3 : WEBSITE DEFAULT = “www.garderobe.nl"
1 CATEGORY ORLETTER DEFAULT = &
é é .~ COUNTER
/_n ITEM DESC. DEFAULT = ‘ITEM’
1 ltem 1ltem _/— PRICE
Price: _ €1,00 Price:  €1,00 B DATE (DD/MM/YY)
e Rl & TN
1 COUNTER ENDS AT ... DEFAULT = 999
e costhetn /—ﬂ COUNTER STARTS AT ... DEFAULT = 1
Ticket Stop Value : 999
et [ R S PRNT SUTTON 4 pcssep DEPAULT < 1

N. of Tickets on push : 1

Price : 1,00
Currency : €

—] PRICE PER ITEM
CURRENCY SYMBOL

DEFAULT = 1,00
DEFAULT = €

To download the latest software, order more tickets, subscribe to our
newsletter or get support, visit the CoatCheck portal

coatcheck portal

www.cloakroom-solutions.com
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